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Certificate of Compliance 
Certificate:  2219490 Master Contract: 233289  

Project:  2299830 Date Issued:  2010-12-02 

Issued to: Nuova Simonelli  

Via d'Antegiano, 6  

62020 Belforte del Chienti, Macerata  

ITALY  

Attention: Mr. Lauro Fioretti  

The products listed below are eligible to bear the CSA Marks shown 
      

 

 
 

 

  

 
  

Issued by: 

 

 

 

Nico Bos  

 

Nico Bos 

 

PRODUCTS 

 

CLASS    2831-03     - HEATERS-Cooking and Liquid - Stationary Type 

CLASS    2831-71     - HEATERS-Cooking, Rethermalization & Powered Hot Food Holding & Transport  

                                     Equipment(Sanitation)-Certified to NSF/ANSI Stds. 

CLASS    2831-83     - HEATERS-Cooking and Liquid - Stationary Type- Certified to U.S. Standards 

 

 

For details related to rating, size, configuration, etc. reference should be made to the CSA Certification Record or 

the descriptive report. 

 

Espresso coffee makers, Model Prontobar and Prontobar AD, one or two grinders, commercial, cord connected, 

single phase, grounded, 208-240V, 60Hz, 2000W 

 

APPLICABLE REQUIREMENTS 
 

CAN/CSA-C22.2 No. 109 – M1981 (R2004) - Commercial Cooking Appliances   

NSF/ANSI 4 – 2009   -  Commercial Cooking, Rethermalization, and Powered Hot Food  

         Holding and Transport Equipment 

UL 197 9
th
 edition      - Commercial Electric Cooking Appliances 
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MARKINGS 

 

The following information is provided on CSA and US Accepted adhesive type or a metal riveted nameplate: 

− Submittor’s name or trade/branch name in combination with CSA Master Contract number 233289 

− Type or Model designation 

− Electrical ratings in volts, watts, hertz 

− The max. working pressures will be indicated on the nameplate:  “Max. Steam Pressure 0.4 Mpa (4 bar) and 

Max. Water Pressure 0.9 Mpa (9 bar)” or equivalent wording. .  

− Date of manufacturing (year and month) or serial number 

− CSA or CSA US or C CSA US Monogram and CSA Sanitation Monogram (optional NSF/ANSI 4 qualifier).  

− Near coffee, hot water and steam outlets a caution warning “CAUTION-HOT”, “CAUTION-HOT 

SURFACE” or equivalent wording shall appear. 

− User manual and Installation manual in English and French will be provided with each unit  

− The following warnings are included on the enclosure:  

CAUTION Disconnect supply before replacing fuses or any maintenance. 

ATENCION Cortar la tensión antes de sustituir los fusibles o de efectuar trabajos. 

ATTENTION  Couper l’alimentation electrique avant de remplacer les fusibles ou avant d’ouvrir le boiter. 
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Supplement to Certificate of Compliance 

Certificate:   2219490 Master Contract: 233289  

The products listed, including the latest revision described below, 

are eligible to be marked in accordance with the referenced Certificate. 

Product Certification History 

Project Date Description 

2219490  2010-07-12  
Espresso coffee maker, commercial, Models Prontobar and Prontobar AD, 

according to CAN/CSA-C22.2 No. 109 – M1981 (R2004) - Commercial 

Cooking Appliances and UL 197 9
th
 edition - Commercial Electric Cooking 

Appliances 

 

2299830 2010-12-02 Initial Sanitation Certification of Models Prontobar and Prontobar AD 

according to NSF/ANSI 4 - 2009 

 

 

 

 

 

 

 

 


